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OI.I Yeéx rse puhaltimet

PUHTAASTI MONIPUOLINEN

FBE puhaltimet

Korkea kokonaisteho

Energiatehokas puhallin, joka on suunniteltu
teollisuusymparistdihin

» Voidaan asentaa sekd sisa- ettd ulkotiloihin

Rajahtamattomien kaasujen, kdryjen ja kevyiden hiukkasten
poistamiseen, jopa 15000 m®/h (4160 1/s)

e Juoksupydrassa on kaarevat siivet ja se on valmistettu
hitsatusta galvanoidusta metallilevysta

Ohutmetallilevyosat ruostumatonta terdstd, pulverimaalattua
tai galvanoitua

FBEO037 FBEO75 FBE 150 FBE 220 FBE 400 FBE 750 FBE 1100

 Vakiotoimitus LG90, voidaan muuttaa asennuksen yhteydessa FBE-puhaltimien sarja on valmistettu seuraavien direktiivien ja
eri LG versioiksi. standardien mukaisesti:

e Machinery Directive 2006/42/EC
« EMC Directive 2014/30/EU
« ENISO 12100:2010
LG O LG 90 LG180  LG270 * EN60204-1
« ErP2015 2009/125/EC
- Toimitetaan vakiona
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FBE 037

1-vaiheinen/3-vaiheinen

Paino
Jannite
Taajuus
Virta
Nimellisvirta

FBE 075

1-vaiheinen/3-vaiheinen

Paino
Jannite
Taajuus
Virta
Nimellisvirta

23kg Nopeus 2755rpm
230V 1N~/400V 3~ Kotelointiluokka IP55
50Hz Max kayttolampotila 80°C
0,37kW Ympéristélémpétila -20°C - +40°C
2,91/1,7/0,96A Ainenpainetaso 70 dB (A)
Alrflow (1/5)
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[ ] Seund pressure level dB(A) 10 metres from fan at hemispherical sound Airflow (m*/h)
propagation in free field with ducted inlet and free-blowing outlet side
* Spund pressure level at energy-optimal gperating point one meter from
fan at hemispherical sound propagation in free field.
30kg Nopeus 2890rpm
230V 1N~/230V 3~400V 3~ Kotelointiluokka IP55
50Hz Max kayttolampotila 80°C
0,75kW Ympaéristélampotila -20°C - +40°C
5,8/3,3/1,9A Aanenpainetaso 76 dB (A)
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[ ] Sound pressure level dB{A) 10 metres from fan at hemispherical sound
propagation in free field with ducted inlet and free-blowing outlet side

* Spund pressure level at energy-optimal operating point one meter from
fan at hemispherical sound propagation in free field.
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FBE 150

Paino 40kg Nopeus

Jannite 230/400V 3~ Kotelointiluokka
Taajuus 50Hz Max kayttolampotila
Virta 1,5kW Ymparistélampdétila
Nimellisvirta 5,3/3,1A Adnenpainetaso

2890rpm
IP55

80°C

-20°C - +40°C
81 dB (A)

Alrflow (I/s)
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[ ] Sound pressure level dB(A) 10 metres from fan at hemispherical sound Alrflow (m/h)
propagation in free field with ducted inlet and free-blowing outlet side.
*  Sound pressure level at energy-optimal operating point one meter from
fan at hemispherical sound propagation in free field
Paino 58kg Nopeus 2890rpm
Jannite 230/400V 3~ Kotelointiluokka IP55
Taajuus 50Hz Max kayttolampotila 80°C
Virta 2,2kW Ympaéristolampotila -20°C - +40°C
Nimellisvirta 7,6/4,3A Ainenpainetaso 84 dB (A)
Airflow (1/s)
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[ ] Sound pressure level dB(A) 10 metres from fan at hemispherical sound
propagation in free field with ducted inlet and free-blowing outlet side

* Sound pressure level at energy-optimal operating point one meter from
fan at hemispherical sound propagation in free field.
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FBE 400

Paino
Jannite
Taajuus
Virta
Nimellisvirta

FBE 750

Paino
Jannite
Taajuus
Virta
Nimellisvirta

[ ] Sound pressure level dB(A) 10 metres from fan at hemispherical sound

94kg Nopeus 2910rpm
400/690V 3~ Kotelointiluokka IP55
50Hz Max kayttolampaotila 80°C
4,0kW Ymparistélampotila -20°C - +40°C
7.4/4,3A Ainenpainetaso 88 dB (A)
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[ ] Sound pressure level dB{A) 10 metres from fan at hemispherical sound Airflow (m*/h)
propagation in free field with ducted inlet and free-blowing outlet side.
* Sound pressure level at energy-optimal operating point one meter from
fan at hemispherical sound propagation in free field.
136kg Nopeus 2940rpm
400/690V 3~ Kotelointiluokka IP55
50Hz Max kayttolampotila 80°C
7,5kW Ympaéristolampotila -20°C - +40°C
13,5/7,8A Ainenpainetaso 91 dB (A)
Alrflow (1/5)
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propagation in free field with ducted inlet and free-blowing outlet side.

* Spund pressure level at energy-optimal operating point one meter from
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FBE 1100

Paino 162kg Nopeus 2950rpm
Jannite 400/690V 3~ Kotelointiluokka IP55

Taajuus 50Hz Max kayttolampotila 80°C

Virta 11,0kW Ymparistolampotila -20°C - +40°C
Nimellisvirta 19,6/11,3A Adnenpainetaso 94 dB (A)
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[ ] Sound pressure level dB{A) 10 metres from fan at hemispherical sound Airflow (m/h)

propagation in free field with ducted inlet and free-blowing outlet side

* Sound pressure level at energy-optimal operating point one meter from
fan at hemispherical sound propagation in free field.
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Mittakuvat (mm)

FBE 03//075/150/220
B
A <
51
e K=

430 212 520 183 360 270 183

FBE 037 418 @248 183

FBE 075 474 @248 205 475 239 580 201 420 315 201
FBE 150 509 @313 230 535 265 645 235 485 375 235
FBE 220 589 @313 258 600 301 730 245 570 440 245

FBE 400/750/1100

-.
297 720 249 880 267 720 560

FBE 400 690 2398
FBE 750 754 2498 330 805 385 970 310 810 645
FBE 1100 779 @498 400 930 435 1085 313 925 770
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Lisavarusteet

U
o A
& FBEK 450 B —=
W —— -
Dimensions (mm) A ] c
~70 420 FBO 037 35 | 245 | @248
125 »f 450 ——= FBO 075 35 | 245 (@248
FBEK 650 FBO 150 35 245 | @313
FBO 220 35 255 | @313
= e — = FBO 400 35 345 | @398
620 60 1109 S+ Taae osss
650 =
Joustava FDS liitin Asennuskisko FBEK Muunto FBO
liitdnta puhaltimen imupuolelle, sisaltda helppoon ja turvalliseen asennukseen muunto paineaukkoon nelikulmaisesta
kaksi asennuskiinnikettd (sisaltyy standardina FBE pyoredksi

400/750/1100 puhaltimiin)

' Q) ] [;

~— -~
Turvakytkin SSB/SSB EMC Kontaktori SKO Moottorisuoja SMB
lukittavalla kytkimelld. Mukana 3-napainen kontaktori ylivirralla rele Moottorisuoja 3-vaiheinen. Varustettu
kaksi M25-1apivientia. SSB EMX on manuaalista palautusta varten. Ylivirta lampdreleelld. Suunniteltu puhaltimen
kuparivaippainen releessd on vaihekatkos suoja. Kaytetdan ohjaukseen ja suojaukseen.
yhdessa ulkoisten kytkimien ja ohjauksen
kanssa.

Oikea varaosa oikealle puhaltimelle

Tarindnvaimenninsarja FBV M10 e ilmoita puhaltimen malli, kun tilaat varaosia
sarja, jossa on nelja o CE-standardin vaatimusten tayttamiseksi puhallin on varustettava

tarinanvaimentinta luonnonkumia, turvakytkimilla ja ylivirtasuojalla
kovuus 60 ° IRH.
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o u r ex Ratkaisemme ty8ympiriston ilmanpuhtauteen liittyvit haasteet.
Poistamme ilmasta haitalliset polyt, karyt, kaasut, hoyryt ja muut epdpuhtaudet.

PUHTAASTI MONIPUOLINEN

Liikuteltavat suodatinyksikot

Kohdepoistoimuvarret
kaasuille ja polyille

Suodatinyksikot Pakokaasunpoistot Oppilaitosten purun- ja
tekstiilipolynpoistot

Laboratoriokalusteet Vetokaapit Paloturva- ja kemikaalikaapit

Askeleet onnistuneeseen lopputulokseen

Kartoitus Suunnittelu Ratkaisun Kayttéonotto
& mitoitus toteutus & vuosihuollot
Kaikki alkaa kohteeseen Pitkan kokemuksen avulla saat Hoidamme toimitukset tai Opastamme kayttédnotossa.
tutustumisesta yhdessa luotettavan alustavan arvion kuljetukset ja suoritamme Pidimme huolta etts
loppukdyttdjan ja ratkaisusta - tarvittaessa tarvittaessa asennukset, laitteistosi pysyy kur’mossa i
suunnittelijan kanssa. puutteellisillakin lahtotiedoilla. integroinnit seka sahkotyot. . . )
laajenee vaatimusten mukaan.

www.ourex.fi
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